
SAILOR® Platinum 
Plus Package

New generation Inmarsat mini-C VMS & tracking solution

SAILOR® Platinum Plus Package Solution 
includes*:
SAILOR 6004 Touch Screen Message Terminal 
with SAILOR 6150 - 3027 VMS Antenna, SAILOR 
3042E Distress Panel & SAILOR 6194 Terminal 
Control Unit:

- Window/Android operating system

- Wheel marked marinised touch screen pre-installed 
          with NMFS forms - support VMS catch reporting and 
          declaration documents exchange

- Operates on 10v DC-32v DC floating power supply  

- Meets INMARSAT specifications for non-SOLAS
ship earth stations with distress calling and MES 
class 2

SAILOR - 3027 Antenna meets the requirements of the NMFS VMS program for the implementations 
below:

-  Fisheries of the Northwestern United States -  United States South Atlantic Rock 
-  Fisheries of Alaska     Shrimp Fishery
-  Fisheries of the Western and Central Pacific -  United States Atlantic Highly Migratory
-  Papahanaumokuakea Marine     Species Fishery
    National Monument -  Gulf of Mexico Reef Fisher Fishery

- LocPoint tracking service

-   Compatible with optional SAILOR® AIS/NAVTEX   systems 

*(Mini/Micro NMEA2K Tee, Micro NMEA2K Tee, 6m NMEA2k Micro 
    Device Cable,  6m NMEA2k Mini Device Cable)
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® VMS Platinum Plus Package
New generation Inmarsat mini-C VMS & tracking solution

SAILOR

GENERAL 

General specifications Meets Inmarsat maritime specifications and

SOLAS Resolution XI-2/6

Inmarsat Type Approval 4TT098

TERMINAL UNIT SPECIFICATIONS 

Operating frequencies Rx Frequency Band: Rx: 1525 - 1545 MHz

Tx Frequency Band: Tx: 1626.5 - 1646.5 MHz

GPS module 50 channel

Terminal interface NMEA2K DeviceNet Mini-style, Male

ANTENNA UNIT SPECIFICATIONS

G/T -23.7 dBk at 5° elevation

EIRP Min. 7 dBW at 5° elevation

Antenna elevation -15° to 90°

POWER SPECIFICATIONS

Absolute power supply range 10.5 - 32 VDC

Nominal power input 15 VDC

Power consumption (typical) Rx: 1.85 W @ 15 VDC

Tx: 22 W @ 15 VDC

TERMINAL CONTROL UNIT SPECIFICATIONS 

Interface options CAN interface NMEA2K mini

RS-232

LAN interface RJ45

DIMENSIONS AND WEIGHT

mini-C Terminal Diameter: 6.7"
Height: 5.7" (without pole mount)

Weight: 1,1 Kg

Terminal Control Unit 9.4" x 6.8" x 2.1"
Weight: 0,8 Kg

SAILOR 6004 COnTROL pAneL

Mounting method  Flush mount or bracket

Voltage  10.8 to 31.2 V DC

Power consumption  Typical: 18 W active

Peak: 42 W

3.15 A internal fuse (non-serviceable)

Audio output  Up to 6 W in 8 Ohm

Interfaces  2 x Ethernet (10/100 Mbit/s), Accessories connector,

Auxiliary connector

Compliance  IEC 60945, IEC 60950-1

IP rating  IP54

Ambient temperature  -15°C to 55°C

Storage temperature  -30°C to 80°C

Compass safe distance  0.6 m

Dimensions W x H x D  7.5" x 5.7" x 2.4"(without mounting bracket)

Weight  1.1 kg (1.25 kg with mounting bracket)

ANTENNA CABLE OPTIONS
(Mini Device Cable)

406100-946 10m  NMEA2K
406100-947 15m  NMEA2K
406100-944 30m NMEA2K
406100-945 50m NMEA2K
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